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The European Technical Assessment is issued by the Technical Assessment Body in its official language. 

Translations of this European Technical Assessment in other languages shall fully correspond to the 

original issued document and shall be identified as such.

Communication of this European Technical Assessment, including transmission by electronic means, shall 

be in full. However, partial reproduction may only be made with the written consent of the issuing Technical 

Assessment Body. Any partial reproduction shall be identified as such.

This European Technical Assessment may be withdrawn by the issuing Technical Assessment Body, in 

particular pursuant to information by the Commission in accordance with Article 25(3) of Regulation 

(EU) No 305/2011.
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Specific Part

1 Technical description of the product

The Injection systems Hilti HIT-HY 200-A, HIT-HY 200-A V3 or HIT-HY 200-R V3 with 

HIT-Z-D TP M16, HIT-Z-R-D TP M16 or HIT-Z M20 are bonded expansion fasteners consisting 

of a cartridge with injection mortar Hilti HIT-HY 200-A or Hilti HIT 200-A V3 or Hilti HIT 200-R V3, 

a steel element HIT-Z-D TP with a lock nut, a calotte nut and a Hilti sealing washer or a steel 

element HIT-Z-R-D TP or HIT-Z with a lock nut, a hexagon nut, a spherical washer and a Hilti 

sealing washer.

The load transfer is realised by mechanical interlock of several cones in the bonding mortar and 

then via a combination of bonding and friction forces in the base material (concrete).

The product description is given in Annex A.

2 Specification of the intended use in accordance with the applicable European Assessment 

Document

The performances given in Section 3 are only valid if the anchor is used in compliance with the 

specifications and conditions given in Annex B.

The verifications and assessment methods on which this European Technical Assessment is 

based lead to the assumption of a working life of the anchor of at least 50 years. The indications 

given on the working life cannot be interpreted as a guarantee given by the producer, but are to 

be regarded only as a means for choosing the right products in relation to the expected 

economically reasonable working life of the works.

3 Performance of the product and references to the methods used for its assessment

3.1 Mechanical resistance and stability (BWR 1)

Essential characteristic (static and quasi-static loading and 

seismic loading)
Performance

Characteristic resistance to tension load 

(static and quasi-static loading) 

see Annex

B2, B3, C1 

Characteristic resistance to shear load 

(static and quasi-static loading) 

see Annex C2

Displacements under short-term and long-term loading

(static and quasi-static loading)

Characteristic resistance and displacements for seismic 

performance categories C1 and C2

No performance 

assessed on basis of 

EAD 330250-00-0601

Essential characteristic (fatigue loading, Assessment 

method A: Continuous function of fatigue resistance)
Performance

Characteristic fatigue resistance under cyclic tension loading 

Characteristic steel fatigue resistance  (  = 1 to  = ∞) ∆ , ,0,   

Characteristic concrete cone, pull-out and splitting fatigue 

resistance          (  = 1 to  = ∞)∆   , ,0, ∆   , ,0, ∆ ,  ,0,   

See Annex

C3 and C5
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Essential characteristic (fatigue loading, Assessment 

method A: Continuous function of fatigue resistance)
Performance

Characteristic fatigue resistance under cyclic shear loading 

Characteristic steel fatigue resistance  (  = 1 to  = ∞)∆   , ,0,   

Characteristic concrete edge fatigue resistance

 (  = 1 to  = ∞)   , ,0,   

Characteristic concrete pry out fatigue resistance

 (  = 1 to  = ∞) ∆   ,  ,0,   

See Annex C4 and C5

Characteristic fatigue resistance under cyclic combined tension and shear loading 

Characteristic steel fatigue resistance   (  = 1 to  = ∞)     See Annex C6

Load transfer factor for cyclic tension and shear loading 

Load transfer factor ,         See Annex C3 to C5

3.2 Hygiene, health and the environment (BWR 3)

Essential characteristic Performance

Content, emission and/or release of dangerous substances
No performance 

assessed

4 Assessment and verification of constancy of performance (AVCP) system applied, with 

reference to its legal base

In accordance with European Assessment Document No. 330250-00-0601, the applicable 

European legal act is: [96/582/EC].

The system to be applied is: 1

5 Technical details necessary for the implementation of the AVCP system, as provided for 

in the applicable European Assessment Document

Technical details necessary for the implementation of the AVCP system are laid down in the 

control plan deposited with Deutsches Institut für Bautechnik. 
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The following standards and documents are referred to in this European Technical Assessment:

- EN 10088-1:2023 Stainless steels - Part 1: List of stainless steels

- EN 206:2013 + A1:2016 Concrete - Specification, performance, production and conformity

- EN 1992-4:2018 Eurocode 2: Design of concrete structures - Part 4: Design of 

fastenings for use in concrete

- EOTA TR 055 Design of fastenings based on EAD 330232-00-0601, 

EAD 330499-00-0601 and EAD 330747-00-0601, February 2018

Issued in Berlin on 18 September 2024 by Deutsches Institut für Bautechnik

Dipl.-Ing. Beatrix Wittstock beglaubigt:

Head of Section Stiller



Page 6 of European Technical Assessment

ETA-19/0802 of 18 September 2024

English translation prepared by DIBt

Z155933.24 8.06.01-122/24



Page 7 of European Technical Assessment

ETA-19/0802 of 18 September 2024

English translation prepared by DIBt

Z155933.24 8.06.01-122/24



Page 8 of European Technical Assessment

ETA-19/0802 of 18 September 2024

English translation prepared by DIBt

Z155933.24 8.06.01-122/24



Page 9 of European Technical Assessment

ETA-19/0802 of 18 September 2024

English translation prepared by DIBt

Z155933.24 8.06.01-122/24



Page 10 of European Technical Assessment

ETA-19/0802 of 18 September 2024

English translation prepared by DIBt

Z155933.24 8.06.01-122/24



Page 11 of European Technical Assessment

ETA-19/0802 of 18 September 2024

English translation prepared by DIBt

Z155933.24 8.06.01-122/24



Page 12 of European Technical Assessment

ETA-19/0802 of 18 September 2024

English translation prepared by DIBt

Z155933.24 8.06.01-122/24



Page 13 of European Technical Assessment

ETA-19/0802 of 18 September 2024

English translation prepared by DIBt

Z155933.24 8.06.01-122/24



Page 14 of European Technical Assessment

ETA-19/0802 of 18 September 2024

English translation prepared by DIBt

Z155933.24 8.06.01-122/24



Page 15 of European Technical Assessment

ETA-19/0802 of 18 September 2024

English translation prepared by DIBt

Z155933.24 8.06.01-122/24



Page 16 of European Technical Assessment

ETA-19/0802 of 18 September 2024

English translation prepared by DIBt

Z155933.24 8.06.01-122/24



Page 17 of European Technical Assessment

ETA-19/0802 of 18 September 2024

English translation prepared by DIBt

Z155933.24 8.06.01-122/24



Page 18 of European Technical Assessment

ETA-19/0802 of 18 September 2024

English translation prepared by DIBt

Z155933.24 8.06.01-122/24



Page 19 of European Technical Assessment

ETA-19/0802 of 18 September 2024

English translation prepared by DIBt

Z155933.24 8.06.01-122/24



Page 20 of European Technical Assessment

ETA-19/0802 of 18 September 2024

English translation prepared by DIBt

Z155933.24 8.06.01-122/24



Page 21 of European Technical Assessment

ETA-19/0802 of 18 September 2024

English translation prepared by DIBt

Z155933.24 8.06.01-122/24



Page 22 of European Technical Assessment

ETA-19/0802 of 18 September 2024

English translation prepared by DIBt

Z155933.24 8.06.01-122/24



Page 23 of European Technical Assessment

ETA-19/0802 of 18 September 2024

English translation prepared by DIBt

Z155933.24 8.06.01-122/24



Z155930.24 8.06.01-122/24

Europäische

Technische Bewertung

ETA-19/0802

vom 18. September 2024

Allgemeiner Teil

Technische Bewertungsstelle, die 

die Europäische Technische Bewertung

ausstellt

Deutsches Institut für Bautechnik

Handelsname des Bauprodukts Injektionssystem Hilti HIT-HY 200-A, HIT-HY 200-A V3 

und HIT-HY 200-R V3 mit HIT-Z-D TP M16, HIT-Z-R-D 

TP M16, HIT-Z M20

Produktfamilie,

zu der das Bauprodukt gehört 

Nachträglich eingebaute Befestigungsmittel in Beton unter 

ermüdungsrelevanter zyklischer Beanspruchung

Hersteller Hilti Aktiengesellschaft

Feldkircherstrasse 100

9494 SCHAAN

FÜRSTENTUM LIECHTENSTEIN

Herstellungsbetrieb Hilti Werke

Diese Europäische Technische Bewertung

enthält

23 Seiten, davon 3 Anhänge, die fester Bestandteil dieser 

Bewertung sind.

Diese Europäische Technische Bewertung

wird ausgestellt gemäß der Verordnung (EU)

Nr. 305/2011, auf der Grundlage von

EAD 330250-00-0601, Edition 06/2021

Diese Fassung ersetzt ETA-19/0802 vom 18. Juli 2023
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Die Europäische Technische Bewertung wird von der Technischen Bewertungsstelle in ihrer Amtssprache 

ausgestellt. Übersetzungen dieser Europäischen Technischen Bewertung in andere Sprachen müssen 

dem Original vollständig entsprechen und müssen als solche gekennzeichnet sein.

Diese Europäische Technische Bewertung darf, auch bei elektronischer Übermittlung, nur vollständig und 

ungekürzt wiedergegeben werden. Nur mit schriftlicher Zustimmung der ausstellenden Technischen 

Bewertungsstelle kann eine teilweise Wiedergabe erfolgen. Jede teilweise Wiedergabe ist als solche zu 

kennzeichnen.

Die ausstellende Technische Bewertungsstelle kann diese Europäische Technische Bewertung widerrufen, 

insbesondere nach Unterrichtung durch die Kommission gemäß Artikel 25 Absatz 3 der Verordnung (EU) 

Nr. 305/2011.
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Besonderer Teil

1 Technische Beschreibung des Produkts

Die Injektionssysteme Hilti HIT-HY 200-A, HIT-HY 200-A V3 und HIT-HY 200-R V3 mit 

HIT-Z-D TP M16, HIT-Z-R-D TP M16 oder HIT-Z M20 sind Verbundspreizdübel, die aus einer 

Mörtelkartusche Hilti HIT-HY 200-A oder Hilti HIT 200-A V3 oder Hilti HIT 200-R V3, einem 

Befestigungselement HIT-Z-D TP mit einer Sicherungsmutter, einer Kalottenmutter und einem 

Hilti Verschlussscheibe oder einem Befestigungselement HIT-Z-R-D TP oder HIT-Z mit einer 

Sicherungsmutter, einer Sechskantmutter, einer Kugelscheibe und einer Hilti Verschlussscheibe 

bestehen.

Die Kraftübertragung erfolgt über die mechanische Verzahnung einzelner Konen im 

Verbundmörtel und weiter über eine Kombination aus Halte- und Reibungskräften im 

Verankerungsgrund (Beton).

Die Produktbeschreibung ist in Anhang A angegeben.

2 Spezifizierung des Verwendungszwecks gemäß dem anwendbaren Europäischen 

Bewertungsdokument

Von den Leistungen in Abschnitt 3 kann nur ausgegangen werden, wenn der Dübel entsprechend 

den Angaben und unter den Randbedingungen nach Anhang B verwendet wird. 

Die Prüf- und Bewertungsmethoden, die dieser Europäischen Technischen Bewertung zu Grunde 

liegen, führen zur Annahme einer Nutzungsdauer des Dübels von mindestens 50 Jahren. Die 

Angaben zur Nutzungsdauer können nicht als Garantie des Herstellers ausgelegt werden, 

sondern sind lediglich ein Hilfsmittel zur Auswahl der richtigen Produkte im Hinblick auf die 

erwartete wirtschaftlich angemessene Nutzungsdauer des Bauwerks.

3 Leistung des Produkts und Angabe der Methoden ihrer Bewertung

3.1 Mechanische Festigkeit und Standsicherheit (BWR 1) 

Wesentliches Merkmal (statische und quasi-statische 

Beanspruchung und Erdbebenbeanspruchung)
Leistung

Charakteristischer Widerstand unter Zugbeanspruchung 

(statische und quasi-statische Lasten)

Siehe Anhang

B2, B3, C1 

Charakteristischer Widerstand unter Querbeanspruchung 

(statische und quasi-statische Lasten)

Siehe Anhang C2

Verschiebungen für Kurzzeit- und Langzeitbelastung

(statisch und quasi-statische Lasten)

Charakteristischer Widerstand und Verschiebungen für die 

seismischen Leitungskategorien C1 und C2

Leistung auf Basis von 

EAD 330250-00-0601 

nicht bewertet

Wesentliches Merkmal (Ermüdungsrelevante Beanspruchung, 

Bewertungsmethode A: Kontinuierliche Funktion der 

Ermüdungsfestigkeit)

Leistung

Charakteristischer Ermüdungswiderstand unter zyklischer Zugbeanspruchung

Charakteristischer Stahlermüdungswiderstand    ∆   , ,0, 

(  = 1 bis  = ∞)   

Charakteristischer Ermüdungswiderstand für lokalen 

Betonausbruch, Herausziehen und Spalten 

      (  = 1 bis  = ∞)∆   , ,0, ∆   , ,0, ∆   ,  ,0,   

Siehe Anhang

C3 und C5
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Wesentliches Merkmal (Ermüdungsrelevante Beanspruchung, 

Bewertungsmethode A: Kontinuierliche Funktion der 

Ermüdungsfestigkeit)

Leistung

Charakteristischer Ermüdungswiderstand unter zyklischer Querbeanspruchung

Charakteristischer Stahlermüdungswiderstand   ∆   , ,0, 
(  = 1 bis  = ∞)  

Charakteristischer Ermüdungswiderstand für Betonkantenbruch

 (  = 1 bis  = ∞)    , ,0,   

Charakteristischer Ermüdungswiderstand für Betonausbruch

 (  = 1 bis  = ∞) ∆   ,  ,0,   

Siehe Anhang

C4 und C5

Charakteristischer Ermüdungswiderstand unter kombinierter zyklischer Zug- und 

Querbeanspruchung

Charakteristischer Stahlermüdungswiderstand   (  = 1 bis  = ∞)      Siehe Anhang C6

Lastumlagerungsfaktor für zyklische Zug- und Querbeanspruchung

Lastumlagerungsfaktor ,          
Siehe Anhang

C3 bis C5

3.2 Hygiene, Gesundheit und Umweltschutz (BWR 3)

Wesentliches Merkmal Leistung

Inhalt, Emission und/oder Freisetzung von gefährlichen Stoffen Leistung nicht 

bewertet

4 Angewandtes System zur Bewertung und Überprüfung der Leistungsbeständigkeit mit der 

Angabe der Rechtsgrundlage

Gemäß dem Europäischen Bewertungsdokument EAD Nr. 330250-00-0601 gilt folgende 

Rechtsgrundlage: [96/582/EG].

Folgendes System ist anzuwenden: 1

5 Für die Durchführung des Systems zur Bewertung und Überprüfung der 

Leistungsbeständigkeit erforderliche technische Einzelheiten gemäß anwendbarem 

Europäischen Bewertungsdokument

Technische Einzelheiten, die für die Durchführung des Systems zur Bewertung und Überprüfung 

der Leistungsbeständigkeit notwendig sind, sind Bestandteil des Kontrollplans, der beim 

Deutschen Institut für Bautechnik hinterlegt ist. 
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Folgende Normen und Dokumente werden in dieser Europäischen Technischen Bewertung in Bezug 

genommen:

- EN 10088-1:2023 Nichtrostende Stähle - Teil 1: Verzeichnis der nichtrostenden 

Stähle

- EN 206:2013 + A1:2016 Beton - Festlegung, Eigenschaften, Herstellung und Konformität

- EN 1992-4:2018 Eurocode 2 - Bemessung und Konstruktion von Stahlbeton- und 

Spannbetontragwerken - Teil 4: Bemessung der Verankerung 

von Befestigungen in Beton

- EOTA TR 055 Design of fastenings based on EAD 330232-00-0601, 

EAD 330499-00-0601 and EAD 330747-00-0601, February 2018

Ausgestellt in Berlin am 18. September 2024 vom Deutschen Institut für Bautechnik

Dipl.-Ing. Beatrix Wittstock Beglaubigt

Referatsleiterin Stiller
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